
Pulse Oximeter with Printer 

 
 

FOR YOUR CONVENIENCE 

 
Allied’s Pulse Oximeter is a user-friendly 
affordable hand-held device with an           
integrated printer.  The lightweight compact 
unit goes anywhere to provide fast, accurate 
spot checking and hard copy documentation 

of SpO2  and pulse rate for all patients, from 
neonates to adults. 
 
In addition to real-time printing, the Pulse 
Oximeter offers trend data documentation 
for up to 99 patients.  The unit also has a 
power-conserving auto shutoff feature that 
activates if the probe becomes disconnected 
from the patient.  The Pulse Oximeter is 
compatible with all Allied reusable and    
disposable pulse oximeter sensors. 
 

The Pulse Oximeter with Printer, delivering 
accurate pulse oximetry with printout … 
anywhere. 

Standard Features 
¶ Integrated printer provides documentation with the push of a button. 
¶ Affordable unit eliminates the purchase of a separate printer and cables. 
¶ Compact, lightweight design. 
¶ Power-conserving auto shutoff. 
¶ Powered by four AA batteries. 
¶ Simple 3-button operation. 
¶ Compatible with Allied’s full line of reusable and disposable sensors. 



   
  SPECIFICATIONS 
  Dimensions:   6.75" H x 3" W x 1.5" D 
    (17.1 cm x 7.6 cm x 3.8 cm) 

  Weight with batteries:  12 oz. (.34 kg)  

  Displays, Indicators & Keys  

 SpO2 :   LED numeric display 

 Pulse Rate:  LED numeric display 

 Pulse Strength: Logarithmically scaled  
    8-segment bar graph 

 Keys:   On/Off, Print, and Speaker On/Off 

  SpO2 

 Range:   0-99% 

 Accuracy:  ±2% 70-99%; ≤69% unspecified 

  Pulse Rate 

 Range:   30-254 bpm 

 Averaging:   8-second average 

  Trend Storage 

 Parameters:  SpO2 , pulse rate, and relative time 

 Interval:   30 seconds 

 Capacity:   14 hours of storage at 30-second                                    
    intervals 

  Power Requirements: 4 AA alkaline or NICAD batteries 

  Battery Life:    24 hours without printing;                                           

    24 hours of continuous printing,   

   spot checks, 1 minute on 

  Integrated Printer:   1" wide thermal printer paper;                
    16 characters per line 

  Printer Output:   RS232C 

  Safety Standards:  Certified by TUV to 601-1; CSA 125; 

    EN865; CE to the MDD version  
    available  

  ORDERING INFORMATION 
  T3520-PR Pulse Oximeter with Printer:  includes Pulse  

  Oximeter, reusable finger probe, 4 AA batteries, 
  printer paper, operation/service manual 

  ACCESSORIES 
  T3520-PAP  Printer Paper, 4 rolls/pkg. 

  T3530   Reusable Finger Probe 

  T3540-PR  Operation/Service Manual 

  T3552-EPROBE Disposable Neonate Foot Wrap Probe  

  T3553-EPROBE Disposable Adult Finger Probe, 10/case 

  T3554-EPROBE Disposable Pediatric Finger/Toe Probe, 10/case 

  T3556-EPROBE Disposable Infant Toe/Finger Probe, 10/case 
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